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Overview of WSAA 

The Water Services Association of Australia (WSAA) is the peak industry body representing 

the urban water industry. Our members provide water and sewerage services to over 20 

million customers in Australia and New Zealand and many of Australia's largest industrial 

and commercial enterprises. 

Based around our vision of 'customer driven, enriching life', WSAA facilitates collaboration, 

knowledge sharing, networking and cooperation within the urban water industry. We are 

proud of the collegiate attitude of our members which has led to industry-wide approaches 

to national water issues. 

WSAA can demonstrate success in the standardisation of industry performance monitoring 

and benchmarking, as well as many research outcomes of national significance. The WSAA 

Executive retains strong links with policy makers and legislative bodies and their influencers, 

to monitor emerging issues of importance to the urban water industry.  

WSAA was formed in 1995 as a non-profit organisation to foster the exchange of information 

between industry, government and the community, and to promote sustainable water 

resource management. 

The urban water industry is committed to anchoring its services to customers' values, and 

to enrich communities where water services have broad economic, environmental and social 

values. In line with this our main activities focus on four areas:  

1. influencing national and state policies on the provision of urban water services and 

sustainable water resource management 

2. promoting debate on environmentally sustainable development and management of 

water resources and the community health requirements of public water supplies 

3. improving industry performance and establishing benchmarks and industry leading 

practices for water service processes; and 

4. fostering the exchange of information on education, training, research, water and 

wastewater management and treatment and other matters of common interest.  

Copyright 

This document is copyrighted. Apart from any use as permitted under the Copyright Act 

1968, no part of this document may be reproduced or transmitted in any form or by any 

means, electronically or mechanical, for any purpose, without the express written 

permission of Water Services Association of Australia Limited. 

© Copyright 2018 by WATER SERVICES ASSOCIATION of Australia Limited All rights 

reserved. 
  



WSAA Product Appraisal PA 1804 Part 1 4 
 

COPYRIGHT 

 

CONTENTS 

1 EXECUTIVE SUMMARY ............................................................................................................................................. 5 

1.1 Recommendations ................................................................................................................................................ 5 

2 THE APPLICANT ......................................................................................................................................................... 5 

2.1 The Supplier .......................................................................................................................................................... 5 

2.2 The Manufacturer .................................................................................................................................................. 5 

3 THE PRODUCT ........................................................................................................................................................... 6 

3.1 Manufacturing Process .......................................................................................................................................... 7 

3.2 Materials ................................................................................................................................................................ 7 

3.2.1 Concrete ......................................................................................................................................................... 7 

3.2.2 Reinforcement ................................................................................................................................................ 7 

3.2.2.1 Reinforcement cover ................................................................................................................................ 8 

3.2.3 Joints .............................................................................................................................................................. 8 

3.2.4 Joint material .................................................................................................................................................. 8 

3.2.5 Elastomeric joints ............................................................................................................................................ 8 

3.2.6 Deflection ........................................................................................................................................................ 8 

3.2.7 Fittings ............................................................................................................................................................ 8 

4 SCOPE OF THE APPRAISAL ..................................................................................................................................... 8 

5 APPRAISAL CRITERIA ............................................................................................................................................... 9 

5.1 Quality Assurance Requirements .......................................................................................................................... 9 

5.2 Performance Requirements................................................................................................................................... 9 

6 COMPLIANCE WITH APPRAISAL CRITERIA............................................................................................................. 9 

6.1 Compliance with Quality Assurance Requirements ............................................................................................... 9 

6.2 Compliance with Performance Requirements ....................................................................................................... 9 

6.2.1 Verification of Materials Compliance ............................................................................................................... 9 

6.2.2 Compliance with the performance requirements ........................................................................................... 10 

7 FITTING INSTRUCTIONS, TRAINING AND INSTALLATION ................................................................................... 10 

8 PRODUCT MARKING AND COLOUR CODING FOR LOAD CLASS ....................................................................... 10 

9 PACKAGING AND TRANSPORTATION ................................................................................................................... 10 

10 PRODUCT WARRANTY .......................................................................................................................................... 11 

11 WATER AGENCY EXPERIENCE WITH THE PRODUCT OR FIELD-TESTING REPORT ..................................... 11 

12 OUTCOMES OF EXPERT PANEL PRODUCT REVIEW......................................................................................... 11 

13 FUTURE WORKS .................................................................................................................................................... 11 

14 DISCLAIMER ........................................................................................................................................................... 11 

14.1 Issue of Report .................................................................................................................................................. 12 

14.2 Limits on Reliance on Information and Recommendations................................................................................ 12 

14.2.1 Disclaimer of liability ................................................................................................................................... 12 

14.2.2 Intellectual Property and other rights .......................................................................................................... 12 

14.2.3 Need for independent assessment ............................................................................................................. 12 

14.3 No Updating ...................................................................................................................................................... 13 

14.4 No Warranty ...................................................................................................................................................... 13 

APPENDIX A – PRODUCT LITERATURE ................................................................................................................... 14 

APPENDIX B - QUALITY CERTIFICATIONS ............................................................................................................... 16 

APPENDIX C - WSA PRODUCT SPECIFICATION ...................................................................................................... 19 

APPENDIX D - SUPPLIER CONTACTS ....................................................................................................................... 20 

  



WSAA Product Appraisal PA 1804 Part 1 5 
 

COPYRIGHT 

 

1   EXECUTIVE SUMMARY 

Bilcon Industries Pte Ltd is one of the leading manufacturers of precast concrete products 

in Singapore. 

SN Berg Pty Ltd, trading as Bilcon Australia, is a privately-owned company and the 

appointed agent and distributor for a range of Bilcon reinforced concrete pipes and jacking 

pipes for non-pressure drainage and sewerage applications within the Oceana region.  

This appraisal (Part 1) applies to circular precast elastomeric seal jointed concrete pipes 

with circumferential steel reinforcement. They are intended for non-pressure drainage or 

service duct applications in open trench buried installations. 

Part 2 of the appraisal (future works) will address precast reinforced concrete non-pressure 

jacking pipes for thrust boring and micro tunnelling installations for sewerage and pipe 

casing applications. 

Part 3 of the Appraisal (future works) will address reinforced precast concrete non-

pressure jacking pipes with thermoplastic polymeric liners intended for open trench buried, 

thrust boring and micro tunnelling installations for sewerage and pipe casing applications. 

The pipes covered by this appraisal are manufactured to AS/NZS 4058 Precast concrete 

pipes (pressure and non-pressure).  

The products covered by this appraisal include sizes from DN 300 to DN 1800 with 

dimensions given in Table 2 and Appendix A.  Pipes are generally available in strength 

Classes 2, 3, and 4 with higher class pipes up to Class 10 available upon request.  

Bilcon Industries Pte Ltd and SN Berg both have ISO 9001:2015 Quality Management 

System certification.  

Bilcon has provided a type test report for a DN 1200 x 3050 long pipe to demonstrate 

compliance with the requirements of AS/NZS 4058. 

The Bilcon reinforced concrete unlined elastomeric seal jointed pipes included in this 

appraisal report meet the requirements of WSA PS 249 Reinforced concrete (RC) unlined 

elastomeric seal jointed pipes for non-pressure applications – drainage in open trench 

applications and are therefore considered as ‘fit-for-purpose’. 

1.1   Recommendations 

It is recommended that WSAA members, subject to any specific requirements of the 

member, accept or authorise the use of Bilcon precast reinforced concrete (RC) unlined 

pipes for non-pressure drainage applications in open trench buried conditions, as detailed 

in this report, provided that design, installation and acceptance testing is undertaken in 

accordance with relevant WSAA Codes and the manufacturer’s requirements.  

2   THE APPLICANT 

Bilcon Industries Pte Ltd is the applicant for this product appraisal.  

2.1   The Supplier 

SN Berg Pty Ltd, established in 2016, is a privately-owned company trading as Bilcon 

Australia and supplies precast concrete pipe products to infrastructure projects throughout 

Australasia.  Bilcon Australia is the appointed agent and distributor for a range of Bilcon 

reinforced concrete pipes and jacking pipes for non-pressure drainage and sewerage 

applications within the Oceania region.   

For further information, see www.snberg.com.au. 

2.2   The Manufacturer 

Bilcon Industries Pte Ltd is one of the leading manufacturers of precast concrete products 

in Singapore. The company has been involved in supplying high quality concrete products 

http://www.snberg.com.au/
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since 1963 to meet the demand for infrastructure precast unit products. As early as the 

1970’s, Bilcon Industries established its reputation as a specialist in the manufacturing of 

spun reinforced concrete pipes. 

Bilcon has developed production processes to manufacture jacking pipes for trenchless 

tunnelling. Their high strength jacking pipes are well accepted by leading contractors in 

Singapore and Internationally. Bilcon is now cooperating with firms such as Schlusselbauer 

Technology to increase their productivity through automation to introduce innovative 

precast civil products into the local market. 

For further information, visit www.bilcon.com. 

3   THE PRODUCT 

Bilcon Industries Pvt Ltd manufactures a range of circular precast steel reinforced concrete 

pipes that are intended for non-pressure drainage or service duct applications in open 

trench buried situations. Refer to Figure 1. Please note Figure 1 shows lifting holes which 

are not permissible in AS/NZS 4058 where pipes are required to be watertight. For 

handling purposes lifting anchors are normally embedded in the wall of the pipe but may be 

omitted if not required.  

 

 

 

 

 

 

 

 

 

 

 

FIGURE 1 PRECAST CONCRETE REINFORCED ELASTOMERIC SEALED PIPE  

 

TABLE 1 

ATTRIBUTES OF PRECAST NON-PRESSURE CONCRETE PIPES   

Attribute Definition Value 

Size DN (Nominal Diameter) 300-1800 

Strength Load Class Class 2-10, 13-470 kN/m (Proof) 

Pressure Rating Watertightness 90kPa  

Joint selection Elastomeric seal  

Joint types Spigot-Socket 

Pipe Lengths Effective Laying Length 
Standard length 2000mm.  Lengths may be 
customer specified to a maximum of 
3050mm 

Pipe Masses Lifting Mass 230kg – 22,500kg 

 

http://www.bilcon.com/
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TABLE 2 

DIMENSIONS OF PRECAST NON-PRESSURE CONCRETE PIPES   

Nom. 
(DN) 
(mm) 

ID 
 

(mm) 

OD  
D2 

 (mm) 

Socket OD 
DS 

 (mm) 

L 
 

(mm) 

300 300 430 525 2000-3050 

375 375 515 660 2000-3050 

450 450 590 730 2000-3050 

525 525 685 850 2000-3050 

600 600 780 960 2000-3050 

675 675 865 1055 2000-3050 

750 750 950 1155 2000-3050 

825 825 1115 1340 2000-3050 

900 900 1115 1340 2000-3050 

1000 1000 1200 1410 2000-3050 

1050 1050 1300 1560 2000-3050 

1200 1200 1400 1660 2000-3050 

1350 1350 1650 1950 2000-3050 

1500 1500 1820 2140 2000-3050 

1800 1800 2100 2360 2000-3050 

 

3.1  Manufacturing Process 

Bilcon pipes are manufactured either by horizontal centrifugal spinning or a vertical wet 
cast process. The horizontal centrifugal spinning process is used for the manufacture of 
thin walled pipes. Pipes of substantial wall thickness are manufactured by the vertical wet 
cast process where the compaction of the concrete is achieved with either self -compacting 
concrete or external form vibrators. 

3.2  Materials  

3.2.1  Concrete 

Bilcon batches its own ready-mix concrete as part of the manufacturing process of 

reinforced concrete pipe. It can vary the concrete mix design details or proportions to 

achieve specification criteria such as compressive strength, permeability, density or slump.  

Ordinary Portland Cement (OPC), Sulphate-Resisting Cement (SRC), or Calcium 

Aluminate Cement (CAC) are available manufacturing options and should be specified by 

the purchaser to accommodate the environment and drainwater quality.  

3.2.2  Reinforcement  

Bilcon concrete pipe reinforcement is in the form of circular cages concentric with the 

longitudinal axis of the pipe. A singular cage is used for DN 300 to DN 800 and a double 

cage is used for DN 900 to DN 1800.  
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3.2.2.1  Reinforcement cover  

The minimum concrete cover to the steel reinforcement is nominated in AS 4058:2007 and 

varies depending on method of manufacture and wall thickness. Additional cover can be 

provided where the proposed drain will be subjected to corrosion by salt water or other 

aggressive ground water. The type test report for DN 1200 pipes exceeded the 25mm 

requirement for that pipe. 

3.2.3  Joints 

Bilcon pipes incorporate a spigot and socket elastomeric seal joint. These joint types are 

referred to as watertight joints and are designed to be flexible to accommodate deflection 

and movement of the joint. 

 

 

 

 

 

 

 

 

FIGURE 2 SPIGOT AND SOCKET ELASTOMERIC SEAL JOINT 

 

3.2.4  Joint material  

The elastomeric seal rings are manufactured from natural rubber (NR50) in compliance 

with AS 1646. A material test report conducted by the Malaysian Rubber Board has been 

provided to demonstrate compliance with the test requirements of EN 681-1. 

Seals are bagged, tagged and crated prior to storage at room temperature away from 

sunlight and sources of ozone, ready for despatch to site and installation. 

3.2.5   Elastomeric joints 

When pressure or watertightness classes are specified, elastomeric seal joints are the 

default joint type.  

3.2.6   Deflection 

The pipeline can be deflected at elastomeric seal joints.  The deflection angle is up to 1.8° 

for sizes DN 300 up to DN 750 and up to 0.8° for sizes between DN 825 and DN 1800. 

3.2.7   Fittings 
 

Fittings are available in sizes DN 300, DN 375, DN 450, DN 525, DN 600, DN 675 and DN 
750 however are not included in the scope of this appraisal. 

The fittings are made from concrete pipe sections with the sections being formed by 
welding the steel reo and epoxy bonding the concrete.  Cast-in ferrules are available for 
small diameter off-takes. 

4   SCOPE OF THE APPRAISAL 

This appraisal applies to circular precast unlined elastomeric seal jointed concrete pipes 

intended for non-pressure drainage or service duct applications in open trench buried 

situations. See Tables 1 and 2 for details.   
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5   APPRAISAL CRITERIA 

5.1   Quality Assurance Requirements 

The WSAA Product Appraisal Technical Advisory Group accepts reinforced  pre-cast 
concrete unlined elastomeric seal jointed pipes manufactured in compliance with AS/NZS 

4058 Precast concrete pipes (pressure and non-pressure) and duly certified by means of 

an ISO Type 5 product certification scheme undertaken by a JAS-ANZ accredited 

Conformity Assessment Body (CAB) or by an international accreditation system recognised 

by JAS-ANZ.  

The manufacturer is generally expected to have a production management and control 

system that has been duly accredited in accordance with AS/NZS ISO 9001 as a 

prerequisite to undergoing a product certification audit. 

The ISO Type 5 Product Certification Scheme shall meet the criteria described in WSA TN-

08. 

5.2   Performance Requirements 

Bilcon reinforced pre-cast concrete unlined elastomeric seal jointed pipes have been 

appraised for compliance with AS/NZS 4058:2007. 

Appraisal criteria are also determined by the WSAA Product Appraisal Technical Advisory 

Group and regularly reviewed to ensure that the criteria reflect the requirements of WSAA 

members.  

The following Product Specification is also relevant to this application: 

WSA PS-249 - Reinforced concrete (RC) unlined elastomeric seal jointed pipes for non-

pressure applications – drainage in open trench applications 

A copy of the above Product Specification can be found in Appendix B or downloaded from 

the WSAA members website.  

6   COMPLIANCE WITH APPRAISAL CRITERIA 

6.1   Compliance with Quality Assurance Requirements 

Bilcon has submitted the following quality certificates: 

 ISO 9001:2015 Certificate of Registration No. 97-2-0697 issued to Bilcon Industries 

Pte Ltd by TUV SUD PSB. 

 ISO 9001:2015 Certificate of Registration No 105469 issued to SN Berg Pty Ltd by 

Global Mark Pty Ltd 

 Type Test report issued by Setsco Services Pte Ltd for DN 1200 x 3050 long to 

demonstrate conformance with AS/NZS 4058:2007 requirements. 

Bilcon does not currently have ISO Type 5 product certification to AS/NZS 4058. This 

Appraisal report is based on the submission of type tests completed by Setsco Services 

Pte Ltd as detailed above and described in Section 6.2. 

A copy of the primary Quality Assurance licence has been included in Appendix B and is 

also available for downloading from the WSAA Members Website. 

6.2   Compliance with Performance Requirements 

This appraisal is based on AS/NZS 4058:2007.  

6.2.1 Verification of Materials Compliance 

Bilcon has an auditable system of control that verifies that the concrete pipe materials 

comply with AS/NZS 4058:2007. This system covers concrete, cement, supplementary 

cementitious materials, aggregates, water, admixtures and restriction on chemical content.  
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Bilcon utilises Setsco Services Pte Ltd, a Singapore Accreditation Council accredited 

laboratory, to carry out verification tests for materials. SAC is a member of the Mutual 

Recognition Arrangement (MRA) of the International Laboratory Accreditation Cooperation 

(ILAC). 

A type test report has been submitted to demonstrate that the natural rubber used in the 

manufacture of the elastomeric seals conforms to the requirements of EN 681.1.  

The Bilcon system of control has been audited by BSI in an audit dated June 2017.   

6.2.2   Compliance with the performance requirements 

Type test results completed by Setsco Services Pte Ltd for a DN 1200 x 3050 long pipe 

have demonstrated conformity to the type test requirements of AS 4058:2007 Table 5.1 for 

proof load, ultimate load, water absorption, joint assembly test, cover, dimensional 

accuracy and workmanship and finish performance. 

At the time of preparation of this Appraisal Bilcon has not manufactured significant 

volumes of concrete pipe to AS/NZS 4058. It is intended that when future requirements are 

manufactured, type testing and routine testing will be undertaken prior to delivery of 

Australian orders. 

7   FITTING INSTRUCTIONS, TRAINING AND INSTALLATION 

Minimum standard requirements for handling, storage and transportation are given in 

Section 3.5 of AS/NZS 4058:2007. Design for installation requirements for buried concrete 

pipes are given in AS/NZS 3725 as supplemented by AS/NZS 3725 Supp. 1.  

8   PRODUCT MARKING AND COLOUR CODING FOR LOAD CLASS 

Bilcon precast concrete pipes are marked with the following: 

(a) Manufacturers Name: Bilcon 

(b) Date on which the pipe was cast:  

(c) Nominal diameter and load class and watertight: e.g DN 750/3/WT 

(d) For pipes manufactured for marine or other environments the internal cover and 

external cover to reinforcement. e.g. 10/20 or 20/10. 

(e) The maximum mass in kg: 

(f) The standard number: AS/NZS 4058 

Bilcon precast concrete pipes are indelibly marked within 300 mm from the face of the 

spigot end with a colour for the appropriate load class in accordance with Table 1.1 of 

AS/NZS 4058:2007 i.e. red for Class 3, yellow for Class 4 and green for classes greater 

than 4. 

9   PACKAGING AND TRANSPORTATION 

Bilcon has established a specialised container packaging system incorporating custom 

made pipe supports and complementary pipe nesting procedures to ensure all pipe arrives 

undamaged. See Figure 3. 
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FIGURE 3 EXAMPLE OF PACKAGING IN CONTAINER 

SN Berg will engage professional freight forwarders in Australia to unpack and check the 

pipe prior to repacking it for final delivery destination.  

10   PRODUCT WARRANTY 

The products are covered by the normal commercial and legal requirements of the 

Competition and Consumer Act 2010 (Cth), which covers manufacture to the relevant 

standard, and details of SN Berg’s warranty are included in their terms and conditions of 

sale. 

11   WATER AGENCY EXPERIENCE WITH THE PRODUCT OR FIELD-TESTING 

REPORT 

Currently there is no Australian water agency experience with this product. 

12   OUTCOMES OF EXPERT PANEL PRODUCT REVIEW 

Q1: It would be good for prospective users to know if “supply” by SN Berg includes 

technical product expertise and meaningful support at local levels given that the 

manufacturer has no expert presence nationally. 

A1:  SN Berg has its own house engineering knowledge based in Perth.  Bilcon will provide 

technical support and attend on site if necessary. 

Q2: Will an order will be shipped and freighted direct to site without any local stock or 

spares storage for smaller orders and emergency back-up? 

A2: Supply of these products are on a make to order basis and it is preferred that all orders 

are shipped directly to site. It is not planned to maintain local stocks unless specifically 

arranged.  

13   FUTURE WORKS 

There are no future works items. 

14   DISCLAIMER 

This Product Appraisal Report (Report) is issued by the Water Services Association of 

Australia Limited on the understanding that: 

This Report applies to the product(s) as submitted. Any changes to the product(s) either 

minor or major shall void this Report. 

To maintain the recommendations of this Report any such changes shall be detailed and 

notified to the Product Appraisal Manager for consideration and review of the Report and 

appropriate action. Appraisals and their recommendations will be the subject of continuous 

review dependent upon the satisfactory performance of products.  
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WSAA reserves the right to undertake random audits of product manufacture and 

installation. Where products fail to maintain appraised performance requirements the 

appraisal and its recommendations may be modified and reissued. Appraisal reports will be 

reviewed and reissued at regular intervals not exceeding five (5) years.  

The following information explains a number of very important limits on your ability to rely 

on the information in this Report. Please read it carefully and take it into account when 

considering the contents of this Report. 

Any enquiries regarding this report should be directed to the Program Manager, Carl 

Radford, Phone: 03 8605 7601 email carl.radford@wsaa.asn.au.  

14.1   Issue of Report 

This Report has been published and/or prepared by the Water Services Association of  

Australia Limited and nominated Project Manager and peer group of technical specialists 

(the Publishers). 

The Report has been prepared for use within Australia only by technical specialists that 

have expertise in the function of products such as those appraised in the Report (the 

Recipients). 

By accepting this Report, the Recipient acknowledges and represents to the Publisher(s) 

and each person involved in the preparation of the Report that the Recipient has 

understood and accepted the terms of this Disclaimer. 

14.2   Limits on Reliance on Information and Recommendations 

14.2.1   Disclaimer of liability 

Neither the Publisher(s) nor any person involved in the preparation of the Report accept(s) 

any liability for any loss or damage suffered by any person however caused (including 

negligence or the omission by any person to do anything) relating in any way to the Report 

or the product appraisal criteria underlying it. This includes (without limitation) any liability 

for any recommendation or information in the Report or any errors or omissions. 

14.2.2 Intellectual Property and other rights 

The Water Services Association of Australia Limited does not undertake any assessment of 

whether the importation, manufacture, sale or use of the Product the subject of this Report 

infringes the intellectual property rights or proprietary rights of any person. Recipients of the 

report should undertake their own assessment of whether (as relevant) the importation, 

manufacture, sale or use of the relevant Products infringe the intellectual property rights or 

other proprietary rights of any person. If the Product infringes intellectual property rights or 

other proprietary rights there is potential for the supply of the Products to be interrupted.  

From time to time the Water Services Association of Australia Limited and the other 

Publishers may receive notice of allegations that the importation, manufacture, sale or use 

of the Product infringes intellectual property rights or other proprietary rights. The Water 

Services Association of Australia Limited's policy is to not refer to such allegations in its 

reports or take any other steps to put Recipients on notice of such allegations, unless and 

until it is aware that the allegations have been admitted or proved in Court. As such, 

Recipients acknowledge, agree and accept that the Water Services Association of 

Australia Limited may have information in its possession about intellectual property rights 

infringement allegations or other infringement allegations in relation to the Product which 

are not referred to or disclosed in this Report and which are not otherwise communicated 

to Recipients. 

14.2.3   Need for independent assessment 

The information and any recommendation contained (expressly or by implication) in this 

Report are provided in good faith (and subject to the limitations noted in this Report). 

mailto:carl.radford@wsaa.asn.au
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However, you should treat the information as indicative only. You should not rely on that 

information or any such recommendation except to the extent that you reach an agreement 

to the contrary with the Publisher(s). 

This Report does not contain all information that a person might require for the purposes of 

assessing any product discussed or appraised within it (Product). The product appraisal 

criteria used in preparing this Report may not address all relevant aspects of the Product. 

Recipients should seek independent evidence of any matter which is material to their 

decisions in connection with an assessment of the Product and consult their own advisers 

for any technical information required. Any decision to use the Product should take into 

account the reliability of that independent evidence obtained by the Recipient  regarding the 

Product. 

Recipients should also independently verify and assess the appropriateness of any 

recommendation in the Report, especially given that any recommendation will not take into 

account a Recipient’s particular needs or circumstances.  

WSAA has not evaluated the extent of the product liability and professional indemnify 

insurance that the provider of the product maintains. Recipients should ensure that they 

evaluate the allocation of liability for product defects and any professional advice obtained 

in relation to the product or its specification including the requirements for product liability 

and professional indemnity insurance. 

14.3   No Updating 

Neither the Publisher(s) nor any person involved in the preparation of this Report [has] 

[have] any obligation to notify you of any change in the information contained in this Report 

or of any new information concerning the Publisher(s) or the Product or any other matter. 

14.4   No Warranty 

The Publisher(s) do[es] not, in any way, warrant that steps have been taken to verify or 

audit the accuracy or completeness of the information in this Report, or the accuracy, 

completeness or reasonableness of any recommendation in this Report. 
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APPENDIX B - QUALITY CERTIFICATIONS 

Copies of the following Quality Certification Certificates are available for downloading from 

the WSAA Members Website. 

TABLE B1 BILCON INDUSTRIES PTE LTD– MANAGEMENT SYSTEMS 

12 Tuas Avenue 16, Singapore, 638935 

Quality Systems Standard ISO 9001:2015 

Certification licence no. 97-2-0697 

Certifying agency TUV SUD 

First date of certification 27 March 2018 

Current date of certification 27 March 2018 

Expiry date of certification 2 April 2021 

 

TABLE B2 SN BERG PTY LTD– MANAGEMENT SYSTEMS 

100 Havelock Street West Perth WA 6005 

Quality Systems Standard ISO 9001:2015 

Certification licence no. 97-2-0697 

Certifying agency Global Mark Pty Ltd 

First date of certification 26 November 2018 

Current date of certification 26 November 2018 

Expiry date of certification 26 October 2021 
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APPENDIX C - WSA PRODUCT SPECIFICATION 
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APPENDIX D - SUPPLIER CONTACTS 
SN Berg Pty Ltd 

Level 1  

100 Havelock Street 

West Perth WA 6005 

 

Navin Dias 

+61 8 6160 5916 

navin.dias@snberg.com.au 

www.snberg.com.au 

 

Bilcon Industries (Pte) Ltd 

12 Tuas Avenue 16 

Singapore 638935 

 

 

 

http://www.snberg.com.au/
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Melbourne Office 

Level 8, 401 Docklands Drive 
Docklands VIC 3008 

Phone: (03) 8605 7666 
 
Sydney Office 

Level 9, 420 George Street 
Sydney NSW 2000 

GPO Box 915 
Sydney NSW 2001 

Phone: (02) 9221 5966 

www.wsaa.asn.au  

http://www.wsaa.asn.au/

